
More fabric choices on the next page.

these fabrics are specific to the chair(s) you have chosen. There may be  an additional charge for other CALPIA fabrics. 
If your order exceeds available stock you may be asked to choose an alternate fabric. To view actual fabric swatches 
contact your sales representative or call our showroom at (916) 323-2419.

Selected seating fabrics are available in limited quantities

Seating Fabric Options
group13

TB133 Fabrics

Recycled Fabrics

Standard Fabrics

Ebony        Royal       Crimson   Mocha       Sandstone      

Indigo Raven

Midnight       Tex Black      

Ebony        Royal       Crimson   Mocha       Sandstone      



FABRIC
SPECS.

Companion
Standard 
FABRICS

(Azul 
Scarlet 
Pebble)

Insight
Standard 
FABRICS
(Summit 

Tex Black 
Midnight 

Port)

Foundation
Standard 
FABRICS
(Hunter
Boulder)

Sequel
Standard 
FABRICS

Catalyst
RECYCLED

 
FABRIC 

ICON 
RECYCLED 

TB133 
FABRIC
(raven  
indigo)

 TB133*
FABRIC

CRypton®

Treated 
Fabric

Recycled Content

Percentage None None None None 100%
 Recycled

100% 
Recycled

None None

Technical Info.

Content 52% Nylon
48% Polyester

100%
 Polyester

100%
 Polyester

100%
 Polyester

100% 
Recycled 
Polyester

100% Recycled 
Polyester

100% Polyester Base: 100% 
Polyester or

100% Recycled 
Polyester

Backing Acrylic Acrylic SBR Latex None None Acrylic None Cypton®*

Finish None Stain 
Resistant

Nano-Tex 
Stain 

Resistant

None Teflon Nano-Tex 
Stain 

Resistant

Cypton®* 
Antimicrobial 

Silver Ion Tech.

Cleaning Info.

Spot Clean **WS = Water/ 
Solvent

**WS = Water/ 
Solvent

**WS = Water/ 
Solvent

**WS = Water/ 
Solvent

**WS = Water/ 
Solvent

**WS = Water/ 
Solvent

**WS = Water/ 
Solvent

 Water

Performance

Surface 
Abrasion 

(Double Rubs)

ASTM-
D-4157/4157 

Exceeds 
159,000 DR

Exceeds 
192,000 DR

ASTM-D-3597 
Exceeds 

1,000,000 DR

ASTM-D-3597
 Exceeds 

288,000 DR

ASTM-D-3597
/4157 Exceeds 

90,000 DR

Exceeds 
400,000 DR

ASTM-D-3597
 Exceeds 

288,000 DR

Exceeds 
243,000 DR

(Cotton Duck)

Crocking dry/wet (AATC8) 
Crocking 
Class 4/
Class 4

(AATC8) 
Crocking 
Class 4.5/
Class 4.5

(AATC8) 
Crocking 
Class 5/
Class 5

(AATC8) 
Crocking 
Class 4/
Class 4

(AATC8) 
Crocking 
Class 5/
Class 5

(AATC8) 
Crocking 
Class 5/
Class 5

(AATC8) 
Crocking 
Class 4/
Class 4

(AATC8) 
Crocking
 Class 4/
Class 3

Light (AATCC-16) Exceeds 
60 hours

Class 5 
Exceeds
 60 hours

Exceeds 
40 hours

Class 4 
Exceeds 
60 hours

Class 5 
Exceeds
 60 hours

Class 4 
Exceeds 
60 hours

Class 4 
Exceeds 
60 hours

Class 5 
Exceeds 
60 hours

Flamability

TB 117 Sec E 
(Class1-pass)

Passes Passes Passes Passes Passes Passes Passes Passes

NFPA 260
 (UFAC)-Class 1

Passes Passes Passes Passes Passes Passes Passes Passes

TB133* Yes 
(see below)

Yes 
(see below)

Yes
 (see below)

Yes 
(see below)

Yes 
(see below)

Yes 
(see below)

Yes
 (see below)

Seating Fabric Specifications

California Prison Industry Authority   •  560 East Natoma Street, Folsom CA 95630-2200    •    916-358-2733     •    calpia.ca.gov
For more information visit our online catalog at: calpia.ca.gov or contact CALPIA Sales at: (916) 323-2419 or Customer service at 916 358-2733

*California Technical Bulletin 133 (TB133) refers to flammability test procedures for seating used in areas occupied by the public. Fabrics passing TB133 must be tested on the product    	
  to be certified as meeting TB133 for specific product information go to www.catalog.pia.ca.gov.

Crypton® is moisture, stain, odor, fungus, mildew bacteria resistant. Crypton®’s moisture barrier is integrated into the fabric, ensuring permanent protection. Crypton® is the first and only 
fabric approved by the EPA proven to be disinfectable.

**Clean this fabric with the foam only of a water based cleaning agent for water based soiling, or with a pure solvent in a well-ventilated room (Petroleum distillate-based products, 	
   Energine, Carbona, Renusit or similar products may be used) for oil-based stains only. Cleaning by a professional furniture cleaning service is recommended. To prevent overall soil, 	
   frequent vacuuming or light brushing to remove dust and grime is suggested.
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FABRICS

(Azul 
Scarlet 
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Insight
Standard 
FABRICS
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Tex Black 
Midnight 
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FABRICS
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FABRIC 

ICON 
RECYCLED 

TB133 
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(raven  
indigo)

 TB133*
FABRIC

CRypton®

Treated 
Fabric

Recycled Content

Percentage None None None None 100%
 Recycled

100% 
Recycled

None None

Technical Info.

Content 52% Nylon
48% Polyester

100%
 Polyester

100%
 Polyester

100%
 Polyester

100% 
Recycled 
Polyester

100% Recycled 
Polyester
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100% Recycled 
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Backing Acrylic Acrylic SBR Latex None None Acrylic None Cypton®*

Finish None Stain 
Resistant

Nano-Tex 
Stain 

Resistant

None Teflon Nano-Tex 
Stain 

Resistant

Cypton®* 
Antimicrobial 

Silver Ion Tech.

Cleaning Info.

Spot Clean **WS = Water/ 
Solvent

**WS = Water/ 
Solvent

**WS = Water/ 
Solvent

**WS = Water/ 
Solvent

**WS = Water/ 
Solvent

**WS = Water/ 
Solvent

**WS = Water/ 
Solvent

 Water

Performance

Surface 
Abrasion 

(Double Rubs)

ASTM-
D-4157/4157 
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159,000 DR

Exceeds 
192,000 DR

ASTM-D-3597 
Exceeds 

1,000,000 DR

ASTM-D-3597
 Exceeds 

288,000 DR

ASTM-D-3597
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90,000 DR

Exceeds 
400,000 DR

ASTM-D-3597
 Exceeds 

288,000 DR

Exceeds 
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(Cotton Duck)

Crocking dry/wet (AATC8) 
Crocking 
Class 4/
Class 4

(AATC8) 
Crocking 
Class 4.5/
Class 4.5

(AATC8) 
Crocking 
Class 5/
Class 5

(AATC8) 
Crocking 
Class 4/
Class 4

(AATC8) 
Crocking 
Class 5/
Class 5

(AATC8) 
Crocking 
Class 5/
Class 5

(AATC8) 
Crocking 
Class 4/
Class 4

(AATC8) 
Crocking
 Class 4/
Class 3

Light (AATCC-16) Exceeds 
60 hours

Class 5 
Exceeds
 60 hours

Exceeds 
40 hours

Class 4 
Exceeds 
60 hours

Class 5 
Exceeds
 60 hours

Class 4 
Exceeds 
60 hours

Class 4 
Exceeds 
60 hours

Class 5 
Exceeds 
60 hours

Flamability

TB 117 Sec E 
(Class1-pass)

Passes Passes Passes Passes Passes Passes Passes Passes

NFPA 260
 (UFAC)-Class 1

Passes Passes Passes Passes Passes Passes Passes Passes
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(see below)

Yes 
(see below)

Yes
 (see below)

Yes 
(see below)
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(see below)

Yes 
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Yes
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Seating Fabric Options 

Vinyl specifications on the next page.

these vinyls are specific to the chair(s) you have chosen. For TB133 options please reference each specific chair. 
To view actual vinyl swatches contact your sales representative or call our showroom at (916) 323-2419.

Selected seating fabrics are available in limited quantities

The Innovation of Crypton® treated fabric

Crypton® is moisture, stain, odor, 
fungus, mildew bacteria resistant. 
Crypton®’s  moisture barrier is 
integrated into the fabric, ensuring 
permanent protection.

Vinyl Seating Upholstery Options

Ebony        Royal       Crimson   Mocha       Sandstone      

Midnight       Tex Black      

TB133 Health care vinyl options

Cherry Shamrock     Terra             Moonstone   Cosmic   

vinyl options

Black Sable Coffee BrownNavy Blue    

Standard



Abrasion 
Resistance

200,000+ Double Rubs per ASTM D 
4157- 02 Wyzenbeek / CFFA - 1A

Mildew
Resistance

Pass ASTM G21-96 (2002) / CFFA-120

Anti-Bacterial Pass AATCC 147-2004 / CFFA-300

Anti-Microbial Pass ASTM G21-96 (2002) / CFFA-120

Ultra Violet 
Resistance

Class 4/ 100 hrs. min

Cold Crack -20º F Federal Standard
 No. 191A Method 5874 / CFFA-6 

Stain 
Resistant

Yes

Sulfide Stain 
Resistant

Yes

	
GENERAL SPECIFICATIONS

PERFORMANCE SPECIFICATIONS

APPLICATIONS    Office, Residential

WIDTH 54”

WEIGHT 1.27 lbs. per Linear Yard

BACKING 70% Polyester/30% Cotton

California Fire Code Technical Bulletin No. 117, Section E
BIFMA
UFAC Class 1
MVSS 302
NFPA 260
IMO A.652 (16) 8.2
IMO A.652 (16) 8.3
May Comply with California 133 when tested with suitable 
components 
Can be treated to Pass FAA 25.853

   FLAMMABILITY SPECIFICATIONS*

* This term and any corresponding data refer to typical performance in the specific tests indicated and should not be construed 	
   to imply the behavior of this or any other material under actual fire conditions.

APPLICATIONS    Healthcare, Residential

  GENERAL SPECIFICATIONS

WIDTH 54”

WEIGHT 28 Ounces per Linear Yard

BACKING 100% Brushed Polyester Knit

Abrasion 
Resistance

300,000+ Double Rubs per ASTM D 
4157- 02 Wyzenbeek / CFFA - 1A

Mildew
Resistance

Pass ASTM G21-96 (2002) / CFFA-
120

Anti-Bacterial Pass AATCC 147-2004 / CFFA-300

Anti-Microbial Pass ASTM G21-96 (2002) / CFFA-
120

Ultra Violet 
Resistance

300 Hours ASTM G26-96 
Method C / CFFA-2

Cold Crack -20º F Federal Standard
 No. 191A Method 5874 / CFFA-6 

Stain 
Resistant

with ResillienceSR  Protection

Sulfide Stain 
Resistant

California Fire Code Technical Bulletin No. 117, Section E
BIFMA
UFAC Class 1
MVSS 302
NFPA 260
IMO A.652 (16) 8.2
IMO A.652 (16) 8.3
May Comply with California 133 when tested with suit-
able components 
Can be treated to Pass FAA 25.853

  PERFORMANCE SPECIFICATIONS

 FLAMMABILITY SPECIFICATIONS*

STANDARD GRADE VINYL                          TB133 HEALTHCARE GRADE VINYL

California Prison Industry Authority   •  560 East Natoma Street, Folsom CA 95630-2200    •    916-358-2733     •    calpia.ca.gov
For more information visit our online catalog at: calpia.ca.gov or contact CALPIA Sales at: (916) 323-2419 or Customer service at 916 358-2733

Vinyl Seating Upholstery Specs.
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